
 

 
 
 
 
 
 
Series / Wetted Parts 
Brass   8B 
Stainless Steel  8S 
 
Dial Size 
40mm  40 
50mm  50 
63mm  63 
100mm  10 
150mm  15 
 
Mounting 
Direct Bottom  L 
Direct Center Back  B 
Direct Lower Back  N  
Surface Bottom Back Flange  R 
Flush Center Back Front Flange  V 
Flush Lower Back Front Flange  W 
Flush Center Back U Bracket  U   

  
Connection Type & Size 

 
Code NPT Code BSPP parallel Code BSPT taper 

2 ½” 2B ½” 2T ½” 
3 ? ” 3B ? ” 3T ? ” 
4 ¼” 4B ¼” 4T ¼” 
8 ? ” 8B ? ” 8T ? ” 
X None of the above, customer special request 

 
Scale Type 
Pressure    P 
Vacuum    V 
Compound    C 

 
Graduation 
Range    100 (example only) 
Unit    kPa, Bar, PSI, dual scale, Custom Dials on request 

 
Options 
Dual Scale   X  
Oxygen Clean   G 
Refrigeration Scale   R 
Temperature Scale   T 
             
Example 
 
Series 8B        
         
Dial Size   10       
          
Model No.     KA      
           
Mounting       L     
            
Connection         2B    
             
Scale Type           P   
              
Range             -100/0 kPa/Bar  
               
Options               X 
                
                 
         
 8B 10 KA L 2B P 100 kPa/Bar X 
         
       Series8 Brass wetted parts, 100mm, Bottom Entry, ½” BSP Parallel, Vacuum -100/0 kPa / Bar Dual Scale 
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